PORTABLE NIRANALYZER

IAS-HerbPro

PORTABLE NIR ANALYZER

Exclusive Rapid Mixing Technology for
More Accurate Detection

IAS-HerbPro adopts exclusive rapid mixing technology, allowing
setting of mixing average times in the software based on sample
form for more accurate results. Powerful functions and

easy-to-operate features allow you to focus more on important work.

Detect Multiple Components in One Minute,
Verify Anytime

The instrument adopts advanced digital exposure spectroscopy
technology, demonstrating excellent sensitivity and precisionin a
compact integrated design. Obtain non-destructive results within 1
minute, avoiding costly rework and errors from manual operations,
saving valuable resources.

Applicable to Multiple Scenarios, Only One
IAS-HerbPro Needed

IAS-HerbPro adapts to diverse usage scenarios such as offices,
workshops, production sites, laboratories, fields, etc., allowing
anyone to start multiple component detections of the test object
with one click anytime, anywhere.
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ANALYSIS

Type Detection Components

Moisture (Dry Matter), Crude Protein, Crude Fat,

AlfatfaHay . i Ach. ADF, NDF, RFV, RFQ

Moisture (Dry Matter), Crude Protein, Crude Fat,
Oat Hay Crude Ash, ADF, NDF, WSC (Water-Soluble
Carbohydrates), RFV, RFQ

. Moisture (Dry Matter), Crude Protein, Crude Fat,
Alfalfa Silage Crude Ash, ADF, NDF, PH, Lactic Acid, Acetic Acid,
Ammonia Nitrogen, RFV, RFQ

Moisture (Dry Matter), Crude Protein, Crude Fat,
Crude Ash, ADF, NDF, WSC, PH, Lactic Acid,
Acetic Acid, Ammonia Nitrogen, RFV, RFQ

Oat Silage

Whole Plant  Moisture (Dry Matter), Crude Protein, Crude Fat,
Corn Crude Ash, ADF, NDF, Starch, RFV, RFQ

Moisture (Dry Matter), Crude Protein, Crude Fat,
Corn Silage  Crude Ash, ADF, NDF, Starch, PH, Lactic Acid,
Acetic Acid, Ammonia Nitrogen, RFV, RFQ

*Customizable expansion of databases according to customer needs,
categories including but not limited to rice straw, fresh small grain silage,
fermented small grain silage, ryegrass, elephant grass,
sorghum-sudangrass hybrid, crop straw, TMR, etc.

C[L Expert in spectral analysis and application




o SAMPLING ACCESSORIES

Accessory

Sampling Accessory 1

Usage Illustration

Application Scope

*suitable for fluffy, segmented, granular samples,
suitable for rapid mixing detection in the field

——

Sampling Accessory 2

*suitable for fluffy, segmented, granular samples,
suitable for laboratory detection

o SPECIFICATIONS

Parameter Description Parameter Description

Wavelength Range 950-1650nm Dimensions L:265mm/W:340.5mm/H:262.3mm
Detector InGaAs Detector Weight 9Kg

Spectroscopic Principle Grating + Array Detector Data Interval lnm

Baseline Noise <0.0001AU Power Supply 24V/3A

Wavelength Repeatability <0.005nm Power Consumption 25W (Average)

Wavelength Accuracy <2nm Monitor 7-inch Touch Screen

Absorbance Repeatability <0.0001AU Eyslltte;: Operating Linux

Measurement Time <1lmin ?gﬁ;aetirgégjrsetorage 5-45°C/-20-60°C

Light Source

Tungsten Halogen Lamp

Operating Humidity

<75%RH

Website:www.ias-glb.com
Tel:0510-81002996

IAS GLOBAL CO., LTD.

E-mail:service@ias-glb.com

Address: 18 Sixian Road, Yili Tech Innovation Park, Siyan Building,

Xinwu District, Wuxi City, Jiangsu Province, China.
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